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Claims 1-12(cancelled) 

1 3. A method of assembling an integrated circuit package comprising: 

providing a package substrate having a first surface including a first array of 
interconnection sites and a second array of interconnection sites; 

engaging a first integrated circuit die with the package substrate such that an 
array of interconnection sites on a first surface of the first integrated 
circuit die are substantially aligned with the second array of 
interconnection sites of the package substrate; 

engaging a second integrated circuit die with the package substrate such that 
an array of interconnection si tes on a first surface of the second 
integrated circuit die are substantially aligned with the first array of 
interconnection sites of the package substrate, with the first integrated 
circuit die positioned amid the package substrate and the second 
integrated circuit die; and 

simultaneously electrically connecting the fust array of interconnection sites to 
the array of interconnection sites of the second integrat ed circuit die, 
and the second array of interconnection sites to the array of 
interconnection sites of the first integrated circuit die. 
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1 4. The method of claim 1 3 wherein the package substrate defines a recessed area 
that includes the second array of interconnection sites, and wherein the step of 
engaging the first integrated circuit die with the package substrate includes: 

positioning the first integrated circuit die within the recessed area of the 
package substrate, 



1 5. The method of claim 13 wherein the step of simultaneously electrically 
connecting the first array of interconnection sit es to the array of interconnection sites 
of the second integrated circuit die, and the second array of interconnection sites to the 
array of interconnection sites of the first integrated circuit die includes: 

simultaneously reflowing solder between the first array of interconnection sites 
and the array of interconnection sites of the second integrated circuit 
die, and between the second array of interconnection sites and the array 
of interconnection sites of the first integrated circuit die. 

1 6. The method of claim 1 3 wherein the step of engaging the second integrated 
circuit die with the package substrate includes: 

aligning a further array of interconnection sites on the first surface of the 
second integrated circuit die that is different than the array of 
interconnection sites on the first surface of the second integrated circuit 
die with an additional array of interconnection sites on a second surface 
of the first integrated circuit die that is opposite the first surface of the 
first integrated circuit die. 

1 7. The method of claim 16 wherein the package substrat e defines a recessed area 
that includes the second array of interconnection sites, and wherein the step of 
engaging the second integrated circuit die with the package substrate further includes: 

positioning the first integrated circuit die within the recessed area of the 

package substrate such that the additional array of interconnection sites 
on the second surface of the first integrated circuit die is substantially 
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aligned with the further array of interconnection sites of the second 
integrated circuit die, 

!8. The method of claim 16 wherein the step of simultaneously electrically 
connecting the second array of interconnection sites to the array of interconnection 
sites of the first integrated circuit die, and the first array of interconnection sites to the 
array of interconnection sites of the second integrated circuit die includes: 

simultaneously electrically connecting the further array of interconnection sites 
of the second integrated circuit die to the additi onal array of 
interconnection sites on the second surface of the first integrated circuit 
die. 

19. The method of claim 18 wherein the step of simultaneously electrically 
connecting the second array of interconnection sites to the array of interconnection 
sites of the first integrated circuit die, the first array of interconnection sites to the 
array of interconnection sites of the second integrated circuit die, and the further array 
of interconnection sites of the integrated circuit die to the additional array of 
interconnection sites on the second surface of the first integrated circuit die includes: 
simultaneously reflowing solder between the second array of interconnection 
sites and the array of interconnection sites of the first integrated circuit 
die, between the first array of interconnection si tes and the array of 
interconnection sites of the second integrated circuit die, and between 
the further array of interconnection sites of the second integrated circuit 
die and the additional array of interconnection sites on the second 
surface of the first integrated circuit die. 

20. A method of assembling an integrated circuit package comprising: 

providing a package substrate having a first surface including a first array of 
interconnection sites and a second array of interconnection sites; 
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engaging a first integrated circuit die with the package substrate such that an 

array of interconnection sites on a first surface of the first integrated 

circuit die are substantially aligned with the second array of 

interconnection sites of the package substrate; 
electrically connecting the second array of interconnection sites to the array of 

interconnection sites of the first integrated circuit die; 
engaging a second integrated circuit die with the package substrate such that 

an array of interconnection sites on a first surface of the second 

integrated circuit die are substantially aligned with the first array of 

interconnection sites of the package substrate, with the first integrated 

circuit die positioned amid the package substrate and the second 

integrated circuit die; and 
electrically connecting the first array of interconnection sites to the array of 

interconnection sites of the second integrated circuit die, 

21. The method of claim 20 wherein the step of electrically connecting the second 
array of interconnection sites to the array of interconnection sites of the first integrated 

circuit die includes: 

reflowing solder between the second array of interconnection sites and the 
array of interconnection sites of the first integrated circuit die. 

22. The method of claim 2 1 wherein the step of electricall y connecting the first 
array of interconnection sites to the array of interconnection sites of the package 
substrate includes: 

reflowing solder between the first array of interconnection sites and the array 
of interconnection sites of the package substrate. 

23 . The method of claim 20 wherein the step of engaging the second integrated 
circuit die with the package substrate includes: 
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engaging a further array of interconnection sites on the first surface of the 
second integrated circuit die that is different than the array of 
interconnection sites on the first surface of the second integrated circuit 
die with an additional array of interconnection sites on a second surface 
of the first integrated circuit die that is opposite the first surface of the 
first integrated circuit die, 

24. The method of claim 23, and further including: 

electrically connecting the further array of interconnection sites of the second 
integrated circuit die to the additional array of interconnection sites on 
the second surface of the first integrated circuit die. 

25. The method of claim 24 wherein the step of electrically connecting the further 
array of interconnection sites of the second integrated circuit die to the additional 
array of interconnection sites on the second surface of the first integrated c ircuit die 
includes: 

reflowing solder between the further array of interconnection sites of the 

second integrated circuit die and the additional array of interconnection 
sites on the second surface of the first integrated circuit die. 



